
Größen

Qseals QFPS15 ist verfügbar in mindestens 16

verschiedenen Größen:

D1 Einheit

2.25 inch

2.50 inch

3.00 inch

20.00 mm

25.00 mm

30.00 mm

35.00 mm

40.00 mm

45.00 mm

50.00 mm

55.00 mm

60.00 mm

65.00 mm

70.00 mm

85.00 mm

90.00 mm

Technische Spezifikationen

Temperatur ... bis ... °C

Druck ... bar

Rotationsgeschwindigkeit ... m/s

Nach links drehen Nein

Nach rechts drehen Nein

Ausgeglichen Nein

Alternativen

name ist eine Alternative zu mindestens 21 Produkten

anderer Marken:

AES P08U

Flexibox R00R

Flexibox R10L

Flexibox R10R

Flexibox R20L

Flexibox R20R

Flexibox R70L

Flexibox R70R

Flexibox R00L

Hamworthy 42545012

Hamworthy 42576116

Hamworthy 42576108

Hamworthy 42573666

Hamworthy 42512038

Hamworthy 42542118

Hamworthy 42542100

Hamworthy 42512053

Hamworthy 42512012

IMO 116228

Pillar US-2

Vulcan Type 95

Anwendungen

Qseals QFPS15 wird verwendet in mindestens 49 Pumpen

und anderen Anwendungen:

Allweiler 3 USHN 280R-46 D6-W12

Allweiler SNS 660-46

Allweiler SNS 80 46 C6

Allweiler SNS 80 ER36

Allweiler SNS 80R54 D6

Allweiler SNS 440/R46

QFPS15 
Parallel spring seal
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Hamworthy DOLPH 6X5VH

Hamworthy SNS 440/R46

Hamworthy SNS 1300

Hamworthy SNS 120

Hamworthy SNH 80

Hamworthy SNH 40

Hamworthy SHA 80L

Hamworthy SHA 210

Hamworthy DB 250V1D1

Hamworthy DOLPH 10X10D

Hamworthy DB 300VP

Hamworthy DB 300V1B1

Hamworthy DB 250

Hamworthy DB 12 X 12V

Hamworthy DB 10 X 10VP

Hamworthy 2C6X6X4V

Hamworthy 2C5X5X4VP

Hamworthy 205X5X4V

Hamworthy SNS 660/46

And 24 others...
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